STAINLESS STEEL SPRING CABLE TIES COATED

+ INFORMATION

+ (able fies made from stainless steel AISI 316, coated with black or red polyester.
+ Spring form mainfains a greater fension on solid objects.
+ The oufer layer of polyesfer and gently rounded edges profect the cable from damage.

+ Excellenf resistance to acids, salt, chemicals, and high femperafures.

+ PROPERTIES

Temperature range Material
-80°C to +150°C 316 Stainless steel, with pure polyester coating
Non foxic, recyclable. Halogen free.

+ |DIMENSIONS AND PACKAGING

TYPE LENGTH (mm) WIDTH (mm) MAX BUNDLE DIAMETER (mm) MIN. TENSILE STRENGTH (N) PACKAGING
SSTCZ 2316 200 L6 50 667 100
SSTCZ 3316 260 L6 69 667 100
SSTCZ 3816 300 L6 85 667 100
SSTCZ 4316 360 kb6 100 667 100
SSTCZ 5316 520 %) 150 667 100
SSTCZ 2316H 200 19 50 1335 100
SSTCZ 3316H 260 19 69 1335 100
SSTCZ 3816H 300 19 85 1335 100
SSTCZ 4316H 360 19 100 1335 100

SSTCZ 5316H 520 19 150 1335 100




