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TERMINALS 

Terminal Material:  C1100 Copper 

Insulation Material:  Polyvinyl Chloride (PVC) 

Plating: Electro-Tinned 

Maximum Temperature:  167° F 

T L W d2 F E D d1

#4 RR32 0.6890 0.2165 0.1260 0.1693

#6 RR37 0.8031 0.2598 0.1457 0.2618

#8 RR43 0.8031 0.2598 0.1693 0.2618

#10 RR53 0.8543 0.3150 0.2087 0.2776

1/4" RR64 1.0866 0.4567 0.2520 0.4409

5/16" RR84 1.0866 0.4567 0.3307 0.4409

3/8" RR105 1.2402 0.5394 0.4134 0.5571

T L W d2 F E D d1

#4 BR32 0.9055 0.3346 0.1260 0.3071

#6 BR37 0.8110 0.2598 0.1457 0.2461

#8 BR43 0.9055 0.3346 0.1693 0.3012

#10 BR53 0.9055 0.3740 0.2087 0.2815

1/4" BR64 1.1063 0.4724 0.2520 0.4350

5/16" BR84 1.1063 0.4724 0.3307 0.4350

3/8" BR105 1.2559 0.5394 0.4134 0.5492

1/2" BR120 1.3780 0.7480 0.5118 0.5709

T L W d2 F E D d1

#8 YR43 1.0512 0.3740 0.1693 0.3051

#10 YR53 1.0512 0.3740 0.2087 0.3051

1/4" YR64 1.2874 0.4724 0.2520 0.4921

5/16" YR84 1.3740 0.5906 0.3307 0.5236

3/8" YR105 1.3740 0.5906 0.4134 0.5236

1/2" YR120 1.5709 0.7559 0.5118 0.6378

Dimensions (in)
Current Voltage

YELLOW
12 - 10 AWG       

4.0 - 6.0 mm2
0.0394 0.5512 0.2638 0.1378 48 AMPS 600V

Color Wire Size Stud Size
PARTEX 

Part No.

Dimensions (in)
Current Voltage

BLUE
16 - 14 AWG       

1.5 - 2.5 mm2
0.0315 0.4331 0.1850 0.0906 27 AMPS 600V

Color Wire Size Stud Size
PARTEX 

Part No.

Dimensions (in)
Current Voltage

RED
22 - 16 AWG      

0.5 - 1.5 mm2
0.0300 0.4134 0.1693 0.0669 19 AMPS 600V

Color Wire Size Stud Size
PARTEX 

Part No.

Ring Terminals 


