+ INFORMATION

Brushed stainless steel equivalent to AISI 316

+

Works in extreme condifions
Resistant fo fire, water, moisture and corrosion
Brushed surface reduces light reflection (torch effect)

Mounted with cable ties, screws or rivets

+ PROPERTIES

Temperature range
exfreme condfitions

AISI 316 stainless steel
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TYPE HEIGHT imml LENGTH (L mm]

PKS10 10 50,70, 90, 110, 130
PKS19 19 50,70, 90, 110, 130
PKS25 25k 50,70, 90, 110, 130
PKS32 32 50,70, 90, 110, 130
PKS38 38 50,70, 90, 110, 130

* depending on the size of the font

SLOT WIDTH swmml ~ NUMBER OF FITTINGS

48
L8
L8
48
48

single 2 x 1
single 2 x 1
single 2 x 1
double 2x 2
double 2x 2

TEXT HEIGHT MAX NO OF LINES *
32155 2
32155 3
32155 A
32155 [
32155 [

DOUBLE (2x2)

+ ] RELATED PRODUCTS

et
SINGLE (2x1) —
LENGTH TEXT HEIGHT 155 mml TEXT HEIGHT 3.2 mml
50 8 n
10 13 18
90 18 26
10 23 33
130 28 41

+ MAXIMUM NUMBER OF CHARACTERS PER LINE
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